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Deep braced basement wall under seismic loading: Numerical
analysis vs centrifuge experiment
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ABSTRACT: A numerical analysis of the seismic response of a deep braced basement wall
is studied. The basement is embedded in a uniform layered dry medium-dense sand stratum.
A nonlinear inelastic constitutive model with kinematic hardening and associative flow rule is
employed to capture the soil behavior. Particular attention is paid to the wall-soil interface as
it is properly modeled to allow separation and sliding. Numerical results are compared with
the centrifuge response of the Wagner and Sitar (2016) experiments. A series of parametric
analyses is performed, utilizing the same excitations as in the experiments, namely the Taka-
tori, 1995 Kobe and the Saratoga West Valley College, 1989 Loma Prieta recorded strong
ground motions. Results are given in terms of acceleration time histories, elastic response
spectra, static and dynamic soil pressures. Our results are further compared with the Mono-
nobe-Okabe method soil pressure distribution.

1 INTRODUCTION

In state of practice a deep bracing basement wall is formed by a vertical part connected
to a foundation and being secured by using struts, while its stability mechanism is
based on the passive resistance provided by the backfill soil of the opposite wall. The
construction sequence usually adopted in engineering practice works by first creating
the vertical parts and continues to the subsequent construction of the horizontal parts
(e.g. bracings, base plate, roof plate). This robust construction is recommended next to
adjacent buildings because horizontal displacements are small. However, the control of
lateral wall displacement – the magnitude of which depends on the passive earth resist-
ance mobilization and on the stiffness of the struts that are used – is the major design
objective.

1.1 Basement walls

Basement walls in practice, are designed with limit equilibrium methods. The Mononobe-
Okabe method (1926), an extension of Coulomb’s method, is the earliest and most widely
used analytical method. Since then, numerous analytical, experimental, and numerical studies
have been published for the dynamic behavior of retaining walls.
The M-O method had been modified and simplified by Seed and Whitman (1970). Gazetas

et al. 2004 and Dakoulas and Gazetas 2008 studied the dynamic response of quay walls and
dry retaining systems subjected to strong near fault ground motions. In parallel, a significant
effort was made in numerical study of seismic earth pressures in centrifuge experiments
(Nakamura 2006, Al Atik and Sitar 2010, Mikola and Sitar 2013, Garini et al. 2016, Wagner
and Sitar 2016, Tsantilas et al. 2017, Tsantilas et al. 2018).
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1.2 Scope

The scope of this paper is to shed more light into fundamental aspects of seismic response of
deep basement walls subjected to near-fault ground shaking, by numerical verification of the
centrifuge experiment of Wagner and Sitar (2016).

2 THE CENTRIFUGE EXPERIMENT

The centrifuge experiment was performed by Wagner and Sitar (2016) on the dynamic centri-
fuge at the Center for Geotechnical Modeling at the University of California, Davis.
The centrifuge has a radius of 9.1 m, the available bucket area is 4 m2 and the shaking table

can operate up to a maximum centrifugal acceleration of 75 g. For the particular experiment,
the centrifugal acceleration used in was around 36 g. The centrifuge experiment, named
NW01, was performed on uniform medium-dense sand. Centrifuge data is accessible from
DataCenterHub of Purdue University. In this study, it is interesting to verify numerically the
results of the deep basement wall, as depicted in Figure 1.
The NW01 model consisted of a deep basement wall. The structure was founded on

approximately 5.90 m of dry medium-dense sand (Dr = 75%) and support a dry medium-
dense sand backfill (Dr = 75%) as can be seen in Figure 1.
The NW01 model consisted of a deep basement wall. The structure was founded on

approximately 5.90 m of dry medium-dense sand (Dr = 75%) and support a dry medium-
dense sand backfill (Dr = 75%) as can be seen in Figure 1.
The model soil was dry Nevada Sand and the model structure was constructed of T6061

aluminum plates. The basement wall was constructed by two parallel plates which were bolted
respectively to two foundation plates, and they were braced with twelve struts in three differ-
ent heights. Geometry and dimensions in prototype scale are shown in Figure 1.
Eleven shaking events were applied to the NW01 model in flight. The excitations examined

herein, are: the Takatori 090 component from the 1995 Kobe earthquake, and one shaking
event from the Saratoga West Valley College 270 recorded ground motion during the 1989
Loma Prieta excitation. These are presented in Figure 2. Further information for the exam-
ined excitations can be found in the report of Wagner and Sitar (2016).

Figure 1. NW01 model configuration [dimension in mm, from Wagner and Sitar (2016)], modified pro-

file view, showing the soil characteristics & the dimensions in prototype scale with blue solid line, and the

characteristic points with red color.
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Four types of electronic transducers were employed for measuring in the experiment: accel-
erometers, pressure sensors, displacement transducers, and load cells.

3 VERIFICATION: FINITE ELEMENT MODEL AND MATERIALS

A 2-D plane-strain finite element model was constructed using the ABAQUS finite element
commercial code. The discretization consists of four-noded quadrilateral, plane-strain elem-
ents as shown in Figure 3.
Interface between walls and soil appropriately modeled as tensionless but frictional; it is

simulated with special elements that allow separation and sliding. The latter controlled by
coefficient of friction μ. To capture radiation damping, normal and shear viscous elements

ρVS and ρVP (per unit area) are placed at the vertical boundaries between the soil domain and
the vertical free-field columns, which are introduced on each side in order to have proper
transmission of upcoming waves thus, avoiding the box effect.
The geometrical limits of the model are 26.4 m behind the outer wall plates of the basement

wall. This dimension was the same with that of the centrifuge experiment in order to have an
analogous effect of the boundaries on the results.
The soil properties are: ρ = 1.7 Mgr/m3, Emax = 315 MPa, φ = 32.5°. A small value of cohe-

sion (c = 5 kPa) was adopted in order to eliminate problems that the zero cohesion of sand
was creating at the very top of the soil, because of the relatively small value of Young’s Modu-
lus at this region.

Figure 2. Acceleration time histories of the examined excitations [(a) Takatori 090 and (b) WVC 270].

Figure 3. The ABAQUS finite element model configuration.
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Some of the soil properties are taken equal to the initial input parameters for the numerical
model of Wagner and Sitar (2016), and the rest of them are given specific values in order to
simulate the physical properties of such soils and the different achieved density. The wall is
modeled with solid elements and its behavior presumed to be elastic. The coefficient of friction
is μ = 0.45 between the retaining walls and the soil.
Soil behavior is described by a refined constitutive model. The model works and extends the

Gerolymos et al. (2005) and Gerolymos and Gazetas (2006) framework to cohesionless soils, as
reported by Anastasopoulos et al. (2011). It models the nonlinear soil behavior through a simple
kinematic hardening of the Von Mises failure surface and further uses an associated flow rule.
For the purposes of the present study, model parameters were systematically calibrated,

according to an analogous procedure that is described in our previous study (Tsantilas et al.
2018). Details for the model and its validation can be found in the afore-cited references.

4 VERIFICATION RESULTS

The verification is performed in terms of acceleration time histories (and their corresponding
acceleration and displacement elastic spectra), static and dynamic soil pressure distribution along
the depth of the north (left) and south (right) stems of the basement wall. All results are pre-
sented in terms of prototype units and they refer to characteristic points shown in Figures. The
nomenclature of these points is the same with the one in the report of Wagner and Sitar (2016).
For the sake of brevity, only a minimum of all the parametric results are presented below.

The next two figures illustrate the acceleration time histories and their corresponding acceler-
ation and displacement elastic spectra, in the three characteristic points of Figure 1, induced
by the two excitations.
Figure 4 refers to point A6 (backfill soil at foundation level), while Figure 5 refers to points

A21 (free-field) and A34 (at the highest level of the basement wall). The six upper results cor-
respond to point A21, and the six in the lower part of the figure correspond to point A34. The
black solid line corresponds to centrifuge and the red solid line to our numerical analysis. The
results on the left are referred to the Takatori 090 shaking and the ones on the right to the
Saratoga WVC 270 excitation.
A satisfactorous agreement between the experiment and the numerical response is attained.

Not only the maxima are captured but also the smaller details of the motion. Also, the fre-
quency content of the accelerograms is reproduced as well.
The agreement of the frequency-amplitude is portrayed better in terms of the response spec-

tra of Figures 4 and 5. Either at the wall point (A34) or the backfill soil (A21), numerical
response is very close to the experimental one, and this is true not only for the Takatori 090
excitation but for Saratoga WVC 270 too.
In terms of static earth pressure distribution, our numerical analysis results didn’t show

agreement with the experimental ones. In Figure 6 the normalized static normal soil pressures
Oy / y H, along the left and the right stem of the basement structure, are depicted.
The symbols correspond to centrifuge results and the magenta solid line corresponds to our

analysis. With green color are shown the results from the left (north) stem and with orange
color the results from the right (south) stem.
Notice that the centrifuge results are below the active soil pressure, result that shows prob-

lematic performance of the pressure sensors as noted by Wagner and Sitar (2016). But the
interpreted pressure from the load cells (blue color) is almost the same with the at rest pressure
distribution.
The dynamic earth pressure distributions are presented in Figures 7 and 8 for the south

stem, where the theoretical pressure distributions using the Mononobe-Okabe (M-O) and the
Seed & Whitman (S-W) methods were computed assuming an effective seismic coefficient α h
= 100% PGA. Notice that: i) ΔσAE is the horizontal seismic pressure minus the static compo-
nent, ii) a h symbol is in accordance to the new (forthcoming) issue of EC8-5, and iii) the line
of the Seed & Whitman method is drawn in a different manner as it is usually shown, but
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having in mind the point of action of the dynamic incremental thrust at a height of 0.6 H
above the base [Seed & Whitman (1970)].
Observe that in Figure 7 the true experimental response, with the orange circles, shows a

similar trend, on the upper part of the wall, to the trend of dynamic pressures taken from the
analysis of the constitutive soil model, whereas the interpreted dynamic pressure distribution
is not even close to the pseudo-static approach of the M-O method. It must be noted that the
dynamic pressures are very close to the pseudo-static approach of the M-O method.
Figure 8 depicts also the aforementioned behavior, but in more observed manner for the

total height of the wall.
It has to be mentioned, that in the experiment, soil pressures, p, were recorded by earth

pressure sensors and were filtered to reduce noise. In the experiment report by Wagner and
Sitar (2016) it is stated that the pressure sensors, employed to measure p, had the same poor
performance as observed in other experiments (Mikola and Sitar 2013).
That is the reason why dynamic earth pressures were interpreted [according to Wagner and

Sitar (2016) report] from the load cells measurements. Maybe this is a reason of the experi-
mental versus numerical soil pressures difference.
It is important to note, that all of the data represent the earth pressures at the time of max-

imum total seismic load, as reported by Wagner and Sitar (2016).
Even though our results from F.E. analysis show to converge adequately the M-O distribu-

tion and in some cases the shape of experimental pressure results, the magnitude of experimen-
tal pressure results of Wagner and Sitar (2016) are in strict disagreement along the wall.

5 CONCLUSIONS

The paper verified numerically the seismic response of deep basement walls comparing them
with experimental centrifuge results (Wagner and Sitar 2016). 2-D analyses were conducted

Figure 4. Comparison of acceleration time histories, their respective acceleration and displacement elas-

tic spectra, at A6 characteristic point. In black line the centrifuge experiment results and with red the

numerical ones. [Excitations: Takatori 090 (left results), Saratoga WVC 270 (right)]
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Figure 5. Comparison of acceleration time histories, their respective acceleration and displacement elas-

tic spectra, at A21 and A34 characteristic points. In black line the centrifuge experiment results and with

red the numerical ones [Excitations: Takatori 090 (left results), Saratoga WVC 270 (right)].

Figure 6. Normalized static normal soil pressure along the depth of the wall.
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and the response of the basement walls was investigated for the Takatori 090 shaking, and
Saratoga WVC 270 recorded ground motion. Agreement was obtained for detailed acceler-
ation time histories at characteristic points of the wall and the backfill soil. Yet, the static and
the dynamic soil pressure distributions presented differences between the analysis and the
experiment, mainly due to the poor performance of the pressure sensors [this experimental
shortcoming has been noted in the report of Wagner and Sitar (2016)].

Figure 7. Normalized dynamic normal soil pressure along the depth of the wall [Excitation: Takatori

090 – South Stem].

Figure 8. Normalized dynamic normal soil pressure along the depth of the wall [Excitation: Saratoga

WVC 270 – South Stem]
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